
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Model NR-401H-0101 NR-801H-0101 

System 

Parameters 

Number of Video Inputs 4ch 8ch 

Recording Resolution 4MP/3MP/1080p/720p/VGA/4CIF/DCIF/2CIF/CIF/QCIF 

Video 

Parameters 

Video Decoding Format H.265, Smart265, H.264, Smart264 

Synchronous Playback 4 8 

Hard Disk 

Management 

Number of Disk Slots SATA x 1 

Single Disk Capacity Support 8TB 

Recording 

Management 

Recording/Capture 
Scheduled, Event, Motion Detection, Alarm, Continuous 

Recording 

Playback Mode Live Playback, Regular Playback, Event Playback 

Backup Mode Regular Backup, Event Backup, QR Code Backup 

Network 

Management 
Network Protocol UPnP, NTP, DHCP, HTTPS, PPPOE 

External 

Interfaces 

Network Interface RJ45 10M/100M X 1 

USB Interface USB 2.0 X 1 

4CH / 8CH NVR 
1、Video Decoding: Supports H.265, Smart265, H.264, and Smart264 

2、Advanced network security mechanisms ensure secure data transmission 

3、Efficient Storage: One SATA slot supports up to 8TB storage 

4、Easy Backup: Supports regular, event, and quick QR code backup 

5、Compatible with iOS, Android, MAC, LINUX, Windows, and multiple browsers. 

6、Supports ULAW/ALAW audio codec and full duplex two-way audio. 



Monitoring 

Mode 

APP iOS、Android 

Operation System MAC、LINUX、WINDOWS 

Browser SAFARI、CHROME、FIREFOX、EDGE 

Audio  
CODEC ULAW/ALAW 

Communication Full Duplex Two-Way Audio 

General 

Power Supply DC 12V, 18W 

Power Consumption  

(w/o hard disk) 
≤10W 

Operating Temperature - 10℃~+55℃ 

Dimensions 180mm (W) × 180mm (D) × 47.3mm (H) 

Weight ≤1Kg 

 


